INTRODUCTION TO MEGAFLAT

MEGAFLAT belts are truly endless mandrel moulded

without a single seam or splice. Special fabrics of Polyester,
Polyamid, Aramide, Cotton yarn or Elastic yarn are
manufactured in endless form on the most modern CNC
knitting machines. The available coatings Polyurethane,
Silicone and Natural Rubber are applied as an endless cover.
This wide variety of basic materials and surface treatments
guarentee the perfect belt for transmission and for conveying
even at extreme speeds and in special environments.

MAIN FEATURES

e High flexibility

e Small pulley diameters

e  Dimensional accurancy

e High speed

e  Energy efficient

e Low noise and vibration

e Low maintenance

e Good chemical and ozone resistance
e High friction surface

e  Uniform elongation values

MEGAFLAT is always a belt made exactly to customer
requirements in endless form.

MAIN COMPONENTS OF MEGAFLAT BELTS

e TENSILE REINFORCEMENT:
Special fabrics are available with:
Elastic yarn, high elastic elongation from 4-10% for
fixed shaft centre distances.
Polyamide, medium elastic from 0,5-1,5% for fixed
shaft centre distances.
Polyester, low elastic elongation.
Cotton yarn, low elongation and low coefficient of
friction.

Aramide, extremely low elongation and temperature
resistance up to 280°.

e COATINGS:
Endless covers are available
Foamed Polyurethane, in colours yellow, grey, red
and white, different hardness and thickness up to 10
mm, good coefficient of friction to paper
Neoprene Rubber, black with hardness approx.
75 Shore A, high resistance to abrasion, high
coefficient of friction, rough on transport side and
smooth on the reverse side
Silicones, in colours white, grey, red, blue, hardness

approx. 30-35 ShA. High temperature resistant, FDA
approved.
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